fi)o MATERIALI E FINITURE

SEDUTA IN HPL PER SEGGIOLINI 4CS IN ACCIAIO INOX 316

Il laminato HPL (High-pressure decorative laminates) identifica il laminato decorativo ad alta pressione,
un pannello costituito da strati di fibre di cellulosa impregnati con resine termoindurenti sottoposti ad un
processo ad alta pressione consistente nella applicazione simultanea di calore e pressione. Cid
determina la fluidificazione e la contestuale policondensazione delle resine da cui risulta un materiale
omogeneo, non poroso e con la finitura superficiale richiesta. Il laminato HPL & fornito sotto forma di
pannelli, disponibili in diverse dimensioni, spessori e finiture superficiali.

STANDARD COLORS

White Megeve Black

AVAILABLE COLORS (minimum quantity requested)

Anise Flower Green Apple Cactus Bali Green Imperial Green Teal Green
Lemon Zest Broom Vinyl Florida Nasturtium Red Amaranth

Sambra Yellow Fatal Red Red Cherry Indian Pink Pink Bougainvillea Cyclamen



MATERIALI E FINITURE

AVAILABLE COLORS (minimum quantity requested)

Emerald Mousse Celadon Big Blue Turquoise Batik Blue

Velvet Blue Thistle Indigo Zest Oslo Blue Flash Blue Caribbean Blue

Pearl Gray Paloma Gray Dove Gray Cocco Zest Blue Mist

Storm Gray Mink Gray Moon Stone Nutmeg Natural Beige

Egg Shell Orgeat White Menuires



